
LV44J Series   LVDS            3.2 x 2.5 x 1.0 mm 

LCC Ceramic Package                       

 25 ~ 175MHz 

 2.5V; 3.3V 

 Low Jitter 

 

 QL44L PRONTO Series LVDS  3.2 x 2.5 x 1.0 mm 

LCC Ceramic Package                       

 10 ~ 1500 MHz 

 2.5V; 3.3V 

 Low Jitter 

 Fast Lead Time 

LV55J Series   LVDS          5.0 x 3.2 x 1.35 mm 

LCC Ceramic Package                      

 25 ~ 175MHz 

 2.5V; 3.3V 

 Low Jitter 

 QL55L PRONTO Series LVDS 5.0 x 3.2 x 1.35 mm 

LCC Ceramic Package 

 10 ~ 1500 MHz 

 2.5V; 3.3V 

 Low Jitter 

 Fast Lead Time 

LV77J Series    LVDS           7.0 x 5.0 x 1.7 mm 

LCC Ceramic Package 

 25 ~ 175MHz 

 2.5V; 3.3V 

 Low Jitter 

 QL77L PRONTO Series LVDS  7.0 x 5.0 x 1.7 mm     

LCC Ceramic Package 

 10 ~ 1500 MHz 

 2.5V; 3.3V 

 Low Jitter 

 Fast Lead Time 

PLETRONICS   Crystal Clock Oscillators    

RoHS and REACH Compliant; Pb-Free   LVDS/LVPECL 

PE44J Series   PECL                3.2 x 2.5 x 1.0 

mm 

LCC Ceramic Package                       

 25 ~ 175MHz 

 2.5V; 3.3V 

 Low Jitter 

 QP44L PRONTO Series           3.2 x 2.5 x 1.0 mm 

LCC Ceramic Package                       

 10 ~ 1500 MHz 

 2.5V; 3.3V 

 Low Jitter 

 Fast Lead Time 

PE55J Series  PECL            5.0 x 3.2 x 1.35 mm 

LCC Ceramic Package                      

 25 ~ 175MHz 

 2.5V; 3.3V 

 Low Jitter 

 QP55L PRONTO Series           5.0 x 3.2 x 1.35 mm 

LCC Ceramic Package 

 10 ~ 1500 MHz 

 2.5V; 3.3V 

 Low Jitter 

 Fast Lead Time 

PE77J Series  PECL             7.0 x 5.0 x 1.7 mm 

LCC Ceramic Package 

 25 ~ 175MHz 

 2.5V; 3.3V 

 Low Jitter 

 QP77L PRONTO Series            7.0 x 5.0 x 1.7 mm 

LCC Ceramic Package     

 10 ~ 1500 MHz 

 2.5V; 3.3V 

 Low Jitter 

 Fast Lead Time 


